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DATA  SHEET

3EZ11~3EZ200

FEATURES

• Low profile package
• Built-in strain relief
• Glass passivated iunction
• Low inductance
• Typical ID less than 1.0µA above 11V
• Plastic package has Underwriters Laboratory Flammability

Classification 94V-O
• High temperature soldering : 260°C /10 seconds at terminals

MECHANICAL DATA

Case: JEDEC DO-15, Molded plastic over passivated junction
Terminals: Solder plated, solderable per MIL-STD-750,
Method 2026
Polarity: Color band denotes positive end (cathode)
Standard packing: 52mm tape
Weight: 0.015 ounce, 0.04 gram

GLASS PASSIVATED JUNCTION SILICON ZENER DIODES
        VOLTAGE-  11 to 200  Volts  Power - 3.0 Watts

MAXIMUM5RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25°C ambient temperature unless otherwise specified.

Pwak Pulse Power Dissipation on TA=50°C (Notes A)
Derate above 70°C

Peak Forward Surge Current 8.3ms single half sine-wave
superimposed on rated load (JEDEC method)

Operating and Storage Temperature Range

UNITS

NOTES:
A.Mounted on 5.0mm2 (.013mm thick) land areas.
B.Measured on8.3ms, and single half sine-wave or equivalent square wave ,duty cycle=4 pulses per minute maximum

DO-15 Unit: inch ( mm )
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VALUESYMBOLS

Watts
mW / °C

3.0
24.0    PD

Amps15IFSM

  °C-55 to +150TJ, TSTG
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11ZE3 11 86 0.4 007 52.0 0.1 4.8 522 28.1 51-OD

21ZE3 21 36 5.4 007 52.0 0.1 1.9 642 66.1 51-OD

31ZE3 31 85 5.4 007 52.0 5.0 9.9 802 45.1 51-OD

41ZE3 41 35 0.5 007 52.0 5.0 6.01 391 34.1 51-OD

51ZE3 51 05 5.5 007 52.0 5.0 4.11 081 33.1 51-OD

61ZE3 61 74 5.5 007 52.0 5.0 2.21 961 52.1 51-OD

71ZE3 71 44 0.6 057 52.0 5.0 0.31 051 81.1 51-OD

81ZE3 81 24 0.6 057 52.0 5.0 7.31 951 11.1 51-OD

91ZE3 91 04 0.7 057 52.0 5.0 4.41 241 50.1 51-OD

02ZE3 02 73 0.7 057 52.0 5.0 2.51 531 00.1 51-OD

22ZE3 22 43 0.8 057 52.0 5.0 7.61 321 19.0 51-OD

42ZE3 42 13 0.9 057 52.0 5.0 2.81 211 38.0 51-OD

72ZE3 72 82 01 057 52.0 5.0 6.02 001 47.0 51-OD

82ZE3 82 72 21 057 52.0 5.0 0.12 69 17.0 51-OD

03ZE3 03 52 61 0001 52.0 5.0 5.22 09 76.0 51-OD

33ZE3 33 32 02 0001 52.0 5.0 1.52 28 16.0 51-OD

63ZE3 63 12 22 0001 52.0 5.0 4.72 57 65.0 51-OD

93ZE3 93 91 82 0001 52.0 5.0 7.92 96 15.0 51-OD

34ZE3 34 71 33 0051 52.0 5.0 7.23 36 54.0 51-OD

74ZE3 74 61 83 0051 52.0 5.0 8.53 75 24.0 51-OD

15ZE3 15 51 54 0051 52.0 5.0 8.83 35 93.0 51-OD

65ZE3 65 31 05 0002 52.0 5.0 6.24 84 63.0 51-OD

26ZE3 26 21 55 0002 52.0 5.0 1.74 44 23.0 51-OD

86ZE3 86 11 07 0002 52.0 5.0 7.15 04 92.0 51-OD

57ZE3 57 01 58 0002 52.0 5.0 0.65 63 72.0 51-OD

28ZE3 28 1.9 59 0003 52.0 5.0 2.26 33 42.0 51-OD

19ZE3 19 2.8 511 0003 52.0 5.0 2.96 03 22.0 51-OD

001ZE3 001 5.7 061 0003 52.0 5.0 0.67 72 02.0 51-OD

011ZE3 011 8.6 522 0004 52.0 5.0 6.38 52 81.0 51-OD

021ZE3 021 3.6 003 0054 52.0 5.0 2.19 22 61.0 51-OD

031ZE3 031 8.5 573 0005 52.0 5.0 8.89 12 51.0 51-OD

041ZE3 041 3.5 574 0055 52.0 5.0 4.601 91 41.0 51-OD

051ZE3 051 0.5 055 0006 52.0 5.0 411 81 31.0 51-OD

061ZE3 061 7.4 526 0056 52.0 5.0 6.121 71 21.0 51-OD

071ZE3 071 4.4 056 0007 52.0 5.0 4.031 61 21.0 51-OD

081ZE3 081 2.4 007 0007 52.0 5.0 8.631 51 11.0 51-OD

091ZE3 091 0.4 008 0008 52.0 5.0 8.441 41 01.0 51-OD

002ZE3 002 7.3 578 0008 52.0 5.0 0.251 31 01.0 51-OD
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